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SINGLE STAGE 
TANK MOUNTED 
COMPRESSOR UNITS 


Compressors—The air cooled, single stage com- 
pressors, illustrated and described are two cylinder, 
with the exception of the Models HL-106 and HL-108 
which are single cylinder compressors. All units are 
pressure lubricated with the exception of Models 
HL-106 and HL-108, which are furnished with constant 
level oiling systems. 


Pressure—Standard pressure setting 70-80 Ibs. 


Unloader—QUINCY Type VD Constant Speed 
Unloader, all metal construction with built-in screen 
type filter. Functions by holding inlet valve off seat. 


Tank—Built for 165 lbs. working pressure, tested to 
250 Ibs. All meet specifications of ASME. Size as 
shown in specification table. 


Drive —V-belt with V sheaves on both compressor and 
motor. Units 2 h.p. and above have multiple V-drive. 


Motor—Standard makes, 1750 RPM full load speed. 
Thermal overload protection is furnished on 
all units. 


Special Equipment—Units can be supplied with 
dual control, permitting operation automatically with 
pressure switch for automatic start and stop or con- 
stant speed at a slight additional cost. An aftercooler 
and moisture separator with automatic trap are 
recommended for many installations. 
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eorecsney ng Cu. Press. Tank Size | Approximate Dimensions Approx. 

a Model Size Motor Ft. Range Comp. Ship. 

JEG Cae aa aay H.P. | Displ. Lbs. Speed | Inch | Gal. | A B Cc T v Weight 

LS 

samme t-106 2Max2Vr % 5.0 | 70-80 lbs. | 710 | 16x38] 30 | 40% | 18% | 43%] % Ne 400 

RE HL-108 3x2 1 7.0 | 70-80 lbs. | 685 | 16x38) 30 | 40% | 18% | 43% | % He 450 ANTE 

cs Ati DOABLE 

Se «(L212 2Vax2Vr 1% 10.0 | 70-80 Ibs. | 710 | 16x38 | 30 40% | 18% | 43% ” Ne 520 2 

RAMEE | 

$f 3x22 2 13.7 | 70-80 Ibs. | 670 16x38 | 30 | 40% | 18% | 43% | Ne 550 

| HL-230 3%ax3 3 22.5 | 70-80 lbs. | 680 | 20x48} 60 | 48% | 22% | 53%) Ve Ne 760 

TTT 5 30.0 | 70-80 lbs. | 900 | 20x48] 60 800 

PALS 

mumemmmme 240 4x3 5 37.0 | 70-80 Ibs. | 840 | 20x48] 60 | 48% | 22% | 534 | He 800 

HL-244 4x3Y2 5 | 38.0 | 70-80 Ibs. | 760 | 20x63] 80 | 50% | 22% | 68%] % Ne 1000 AAR 
Se 

wom 1-255 | 4¥2x3%2 lsd RTE 
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COMPRESSORS 


TWO STAGE 
TANK MOUNTED 
COMPRESSOR UNITS 


Compressors—The air cooled two stage com- 
pressors, illustrated and described, are designed for 
use where higher pressures are required. 


Pressure—Standard pressure setting 70-80 lbs. 
Special pressure settings available. 


Unloader—QUINCY Type VD Constant Speed 
Unloader, all metal construction with built-in screen 
type filter. Functions by holding inlet valve off seat. 


Tank—Built for 200 Ibs. working pressure, tested 
to 300 lbs. All meet specifications of ASME. Size as 
shown in specification table. 


Drive — V-belt with V sheaves on both compressor and 
motor. Units 2 h.p. and above have multiple V-drive. 


Motor—Standard makes, 1750 RPM full load speed. 
Thermal overload protection is furnished on 
all units. 


Special Equipment—Units can be supplied with 
dual control, permitting operation automatically with 
pressure switch for automatic start and stop or con- 
stant speed at a slight additional cost. An aftercooler 
and moisture separator with automatic trap recom- 
mended for many installations. 
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i Speed 


Tank Size 
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A B Cc T 


HL-308 3 & 1%x2r 70-80 Ibs. 


20x48 


21% | 53% Ya 


HL-310 3Y2 & 2x22 70-80 Ibs. 


20x48 


21% | 53% ” 


HL-325 4Y2 & 2Y2x3 70-80 Ibs. 


20x48 


| 22% | 53% 


HL-340 5% & 3x3” 70-80 Ibs. 


22% | 68% 


HL-350 6 & 3Y%4x3'2 70-80 Ibs. 


682 


HL-390 72 & 4x4 70-80 Ibs. 


752 


SINGLE STAGE 
WATER COOLED 
COMPRESSOR UNITS 


Compressors—The water cooled base mounted 
compressor units illustrated are all two cylinder. The | 
compressor is equipped with full pressure lubrication. 


Base—Structural steel with anchor clips drilled to 
permit securing to foundation. 


Pressure—Standard pressure setting 70-80 Ibs. 
Special pressure settings available. 


Unloader—QUINCY Type VD Constant Speed 
Unloader, all metal construction with built-in screen 
type filter. Functions by holding inlet valve off seat. 


Drive—Multiple V-belt with V sheaves on both com- 
pressor and motor. 


Motor—Standard makes, 1750 RPM full load speed. 
Unit supplied complete with thermal over- 
load protection. 


Special Equipment— Units can be supplied with 
dual control, permitting operation automatically with 
pressure switch for automatic start and stop or con- 
stant speed at a slight additional cost. An aftercooler 
and moisture separator with automatic trap recom- 
mended for many installations. 


Tank—WWD Models not supplied with tank as 
standard equipment. 20” x 72”, 100 gallon vertical 
ASME tank complete with fittings available at extra 
charge. 


Press. Approximate Dimensions 
Model Size 5 Range 
Lbs. Cc 


WWDL-33 BAx3”r A 70-80 Ibs. 42 


WWODL-44 4x32 i 70-80 Ibs. 42 


WWDL-64 4x4 A 70-80 Ibs. 48 


WWDL-80 5x4 i 70-80 Ibs. 48 


BACKED BY NATIONWIDE 
AUTHORIZED SERVICE 


To assure greater satisfaction to Quincy Compressor users, careful attention has been 
devoted to setting up Authorized Service Depots on a nationwide basis. Adequate stocks 
of genuine parts for the wide range of sizes and types of compressors manufactured by 
the Quincy Compressor Co. are maintained at these depots. Quincy users are assured 
of prompt, dependable service. 


QUINCY COMPRESSOR CO. auincy, ittinois 


Sales Offices: New York * Minneapolis +» Philadelphia * Chicago * St. Louis 
Atlanta « Dallas * San Francisco + Houston « Detroit 


NET PRICES F.O.B. QUINCY Price List 610 


Effective Jan. 15, 1958 
QUINCY COMPRESSOR CO. 
QUINCY, ILLINOIS, U.S.A. 


Air Cooled Compressors 


Single Stage 
FOR OPERATING LAUNDRY PRESSES 
Equipped with Type VD Constant Speed Unloader Pressure Settings 70 Lbs.—890 Lbs. 
No. : : Approx. 

of Cu. Ft. |Air at 701bs} at 70 Ibs. | Comp. Less ip. 

Presses | Model . | Pressure | Pressure | S| Bog Size Weight 

2 HL-106 420 

3 HL-108 z a F . 16x38 m ; 450 
30 Gal. 

4 HL-212 FS = . " 16x38 5 a 580 
30 Gal. 

7 HL-216 a e % . 16x38 3 5 600 
30 Gal. 

11 | HL-230 : : ; é *#20x48 : 760 
60 Gal. 

14 HL-230 4) . si : **20x48 |*1017.00 if 800 
60 Gal. 

16 | HL-240 : ; : 507.00 | 20x48 | 1037.00 5 810 
60 Gal. 

16 HL-244 . a 3 : 20x63 : 1185 
es 80 Gal. 

23 HL-255 * e 3 . 20x63 : 1260 


80 Gal. 


+This figure based on operating each press 3 times per minute. 
*Price includes starter for 230 Volt only. 
**Vertical tank mounting available at no extra charge. Model designation HVL. 
Thermal Overload Protection furnished on all units. 
Standard equipment on above units includes motor starter, Type VD Constant Speed Unloader, and air filter. 
Piston displacement based on 70 lbs. per square inch discharge pressure. 
ASME National Board tanks furnished on all units unless Massachusetts stamping is specified. 
An aftercooler and moisture separator with automatic trap recommended for many installations. See Acces- 
sory Bulletin for prices. 
Solenoid Water Valve to shut off water flow to aftercooler when unit is stopped—$27.50. 
(Be sure to specify voltage and cycle when ordering.) 


Water Cooled Compressors 
Single Stage 
FOR OPERATING LAUNDRY PRESSES 


BASE MOUNTED V-BELT DRIVEN UNITS 
Equipped with Type VD Constant Speed Unloader Pressure Settings 70 Lbs.—80 Lbs. 


Cu. Ft. Cu. Ft. Price 
‘Compres’ed| Free Air Motor, 1Ph 

Cu. Ft. |Air at 701bs} at 70 Ibs. | Comp. Less Motor 

Displ. | Pressure | Pressure | Speed Starter j= a Se 


34.0 4.85 22.5 $534.65 $1058.65 | $ 834.40 | $40.70 $17.90 790 


46.0 7.25 34.0 592.65 936.90 | 40.70 17.90 800 


56.0 7.88 37.0 834.50 1178.25 | 40.70 17.90 1080 


| $$$ $$ J | J | | 


74.0 11.50 53.0 945.50 40.70 17.90 1200 


Less 


for Automatic | Approx. 
Dual | Water Con- hip. 
.| Control | trol Valve | Weight 


+This figure based on operating each press 3 times per minute. 
Thermal Overload Protection furnished on all units. 
she oe equipment on above units includes motor starter, Type VD Constant Speed Unloader, and Air Maze 
er. 
Piston displacement based on 70 lbs. per square inch discharge pressure. 
Extra for ASME vertical tank, 20x72, 100 gallon, complete with fittings $183.85. 
Dual control includes Loadless Starting, Pressure Switch, transfer valve, and Shut Off Valve. 
Prices on units with Direct Current motors quoted on request. 
An aftercooler and moisture separator with automatic trap recommended for many installations. See Acces- 
sory Bulletin for prices. 
Solenoid Water Valve to shut off water flow to aftercooler when unit is stopped—$27.50. 
(Be sure to specify voltage and cycle when ordering.) 


NET PRICES F.O.B. QUINCY 


QUINCY COMPRESSOR CO. 
QUINCY, ILLINOIS, U.S.A. 


Air Cooled Compressors 


Two Stage 
FOR OPERATING LAUNDRY PRESSES 


Equipped with Type VD Constant Speed Unloader Pressure Settings 70 Lbs.—80 Lbs. 


Less Price Price 


tNo, Compres’ed| Free Air Motor, 1 Ph. 3 Ph. for Approx. 
of Model Cu. Ft. |Air at70lbs} at 70 Ibs. | Comp. Less Motor | Tank 60 Cy. 60 Cy. Dual Ship. 
Displ. | Pressure | Pressure | Speed Starter HP. Size 115-230 V. V.| Control | Weight 

3 HL-308 $ 396.00 1 **20x48 | $ 496.00 | $ 509.50 | $34.70 570 
60 Gal. 

4 HL-310 413.00 144 | **20x48 | *550.60 530.50 34.70 570 
60 Gal. 

7 HL-325 585.00 2 *#*20x48 | *707.00 649.00 34.70 710 
60 Gal. 

10 HL-325 20.0 585.00 3 **20x48 | *764.00 688.90 34.70 750 
60 Gal. 

12 HL-325 25.0 **20x48 | *1071.50 785.40 34.70 760 
60 Gal. 

15 HL-340 30.0 20x63 1242.75 40.70 1100 
80 Gal. 

18 HL-350 44.0 20x63 1361.25 40.70 1200 
80 Gal. 

23 HL-350 51.0 20x63 1483.00 40.70 1250 
80 Gal. 

32 HL-390-120 70.0 24x72 1660.00 40.70 1920 
120 Gal. 

42 HL-390-120 90.0 24x72 1855.00 40.70 1970 
120 Gal. 

32 HL-390-200 | 70.0 1570.50 10 30x72 1815.00 40.70 2100 
200 Gal. 

42 HL-390-200 | 90.0 1570.50 15 30x72 2030.00 40.70 2150 
200 Gal. 


+This figure based on operating each press 3 times per minute. 
“Price includes starter for 230 Volt only. 
**Vertical tank mounting available at no extra charge. Model designation HVL. 
Thermal Overload Protection furnished on all units. 
Standard equipment on above units includes motor starter, Type VD Constant Speed Unloader, and air filter. 
Piston displacement based on 80 lbs. per square inch discharge pressure. 
ASME National Board tanks furnished on all units unless Massachusetts stamping is specified. 
Prices on units with Direct Current motors quoted on request. 
Dual control includes Loadless Starting, Pressure Switch, transfer valve, and Shut Off Valve. 
An aftercooler and moisture separator with automatic trap recommended for many installations. See Acces- 
sory Bulletin for prices. 
Solenoid Water Valve to shut off water flow to aftercooler when unit is stopped—$27.50. 
(Be sure to specify voltage and cycle when ordering.) 


Belt Guards: 

HE-106;-HL-108, H1L-212, -H-216,-HL-230, HL-308; His-310; EAB 25 5 acca asi one sco vtdnw cote vives a taeeons $ 23.00 
pe Deer. Eis = 4 rei tpi a 8 EY Wee ee et oe Eg ep en Sete nen pan og eS etna in iS Seem 26.25 
Vo MPTP ig BUS BER Aa 0) BE 2 aes eee a Sea eter SIM att eee reer Taare SR ees oe Cer ie 40.00 
FEE SOG W WD E-64, WWD AGO ik ea a: Sw Tae vg aa ac DESTRESS OW cabs SaD as ESTE Sees 45.00 
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